MICROSCAN.

USB-to-Serial Virtual COM Port Driver Installation Guide
(For use with Windows® 7, Vista, XP, and 2000 Operating Systems)

Microscan’s USB-to-Serial Virtual COM Port Driver allows you to send serial data using a
USB reader.

Installing the USB-to-Serial Virtual COM Port Driver

1. Download the driver files from the Microscan website or Microscan Tools CD.

If the driver files are in a .zip file, extract them to a folder of your choice before running
the installer. When the files are extracted, they will be in a folder called “vendor”.

2. Connect the USB MINI or MS-4 to your PC. Be sure the reader is recognized and
available as a USB device before proceeding.

3. Open the “vendor” folder. You will see the subfolders and files shown below. Double-click
on Install_Driver.cmd to launch the Microscan USB-to-Serial Virtual COM Port Driver
Installer.
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to launch the driver installer.

4. Click Next on the driver installer’s welcome screen.
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To continue, click Next.
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5. Read the License Agreement shown below. If you accept the terms of the agreement,
click the radio button next to the statement “I accept this agreement”, and click Next.

Microscan USB to Serial Driver Installe-

License Agreement e

To continue, accept the following license agreement. To read the entire
= agreement, use the scroll bar or press the Page Down key.

Software Product License

Carefully read the terms and conditions of this agreement before U
installing this Software Product. Installation confims your organization’s
acceptance of these terms and conditions as Licensee. F your

organization does not agree with the terms and conditions of this

agreement, do not continue with installation, and prompthy retum the
Software Product and all related media, manuals and documentation to
Microscan Systems, Inc. {Microscan’), 700 SW 35th St, Renton, -

[ Save As ] [ Print

_ | dont accept this agreement
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Important: After accepting the license agreement and clicking Next, you may see a
Windows Security warning that states “Windows can’t verify the publisher of this

driver software”. If you receive this warning, choose the “Install this driver software
anyway” option.

6. The driver files will begin installing. This may take several seconds. Do not interfere
with the installer during this process.
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Please wait while the drivers install. This may take some time to complete.
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7. Once the driver is installed successfully, you will receive the message shown below.
Click Finish.

IM'CROSCAN Installation Successful.

USB Virtual
Co M PO I‘t The drivers were successfully installed on this computer.

D ri ver You can now connect your device to this computer. f your device
came with instructions, please read them first.

&

Diriver Name Status
& Microscan Systems, Inc.... Readyto use

<Back |[_Finish | [ Cancel
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Uninstalling the USB-to-Serial Virtual COM Port Driver

Important: You must uninstall the USB-to-Serial Virtual COM Port Driver any time you
require high-speed USB connectivity (to upload images using EZ Trax, for example).

% [7J » Control Panel » Programs » Programs and Features

Control Panel Home

View installed updates

%) Turn Windows features on or
o

Uninstall or change a program

To uninstall a program, select it from the list and then click Uninstal
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Find the driver on the list

rograms, select it, then

click Uninstall.

Organize v  Uninstall/Change = @
Name ° Publisher Installed On ~ Size Versio *
(= RICOH R5UBiox Media Driver ver.262.02 RICOH 8/30/2010 3620
(53 Skype Toolbars Skype Technologies S.A. 9/24/2010 536MB 1040,
' Skype 42 Skype Technologies S.A. 9/24/2010 317MB 4218
SonicWALL SSL-VPN NetExtender SonicWALL, Inc. 47272010 3510
WTestTrack 8/3/2010
[#9UC232 586 ATEN 8/6/2010 1007
[EVisionscape 8/6/2010
(15 Visual Studio 2010 Tools for QL Server Compact 35...  Microsoft Corporation 8/5/2010 107MB 4080
i Web Deployment Tool Microsoft Corporation 8/5/2010 455MB 1106

Windows Driver Package - CONTEC (cdio) Contec (1. CONTEC 8/25/2010 1176,
[ Windows Driver Package - Micrascan Systems Tnc. (. Microscan Systems Inc. <ailf— 7/8/2010 100
] WinMerge 2124 Thingamahoochie Software 8/6/2010 2124
(5 WPF Inspector Christian Moser 9/16/2010 916KB 095 |

<

%‘ Microscan Systems, Inc. Product version: 1.00.0
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To use the Virtual COM Port again, follow the steps above to re-install the driver.

Changing the COM Port
Follow these steps to change the reader’s COM Port:
1. Right-click on My Computer in the Windows Start menu and select Properties.

2. Select the Hardware tab in the System Properties dialog and click the Device
Manager button.

Device Manager l

3. Expand the Ports (COM & LPT) item on the Device Manager menu. Right-click on
Microscan Reader and select Properties.

4. Select the Port Settings tab in the Properties dialog and click the Advanced button.

5. Expand the COM Port Number menu on the Advanced Settings dialog and select
your new COM Port number.

Advanced Settings for COM3

Use FIFO bufiers frequires 16550 compatible UART)

Select lower setiings to comect commection problems.

Select higher settings forfaster perfomance.

Becsive Buffer: Low {1)

Transmt Bufer: Low {1}

COM Port Number: [COM3 - 47
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You are now ready to begin using the new COM Port.
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