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M-84Pro -2 M-84Pro -3 M-84Pro-6

/

203 dpi 305 dpi 609 dpi

50-250mm/s 50-200mm/s 50-150mm/s

(W×P 104 mm×1249 mm (W×P 104 mm×835 mm (W×P 104 mm×356mm

: 6 356mm :22 125mm

32-bit RISC

2MB Flash ROM 4MB , 16MB SDRAM

IEEE1284, RS232C, RS422/485, USB Ver. 1.1

U 5×9, S 8×15, M 13×20, XU 5×9, XS 17×17, XM 24×24, WB 18×30, WL 28×52, XB 48×48,
XL 48×48, CG Times ®, CG Triumvirate®,

OCR-A:15 dots W x 22 dots H
OCR-B:30 Dots W x 36 dots H

OCR-A:22dots W x 33 dots H
OCR-B:30 Dots W x 36 dots H

OCR-A:44 dots W x 66 dots H
OCR-B:60 Dots W x 72 dots H

Bookland (UPC/EAN Supplemental), EAN-8/EAN-13, CODABAR, CODE 39, CODE 93, CODE 128, Interleaved 2 of 5
(I2/5),Industrial 2 of 5, Matrix 2 of 5, MSI, POSTNET, UCC/EAN-128, UPC-A/UPC-E

Data Matrix, Maxicode, PDF417, Micro PDF, Truncated PDF, QR Code

0° 90°,180°,270°

1-12 1-12 12

LCD 16X2 LINE FEED LED ERROR POWER ONLINE
DIP Switch 2 PRINT OFFSETPITCH

/ /

/ 115/220 VAC +/-10%, 50/60 Hz +/-1% : 130W, : 24W

/ 5° 40°C/30 80%RH ), -5 60°C/30-90%RH

/ W×D×H): 265×435×341mm /18kg

4 MB PCMCIA Serial Bus/Ethernet 10/100 Base T/Coax/Twinax

FCC Class A, U/L, TUV, CE, CSA, CCC


